Exploded view of general assembly and parts list

Block No.M1MM

RIGHT SIDE COVER ASSEMBLY
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B CHASSIS ASSEMBLY

CAM BOARD <01>

SDI BOARD <32>

CODEC BOARD <31>

—_—_—————————

ISR BOARD <05>

FNC BOARD<10>

*i The lens ring recommends, the replacement by the OP block assembly.
Becausa the lens ring might be not compatible by the production lot.
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GY-HM700E,
GY-HM700CHE

Only
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B BATTERY MOUNT SECTION

Only
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™. GY-HM700CHU

GY-HM700U,

REG BOARD <02>

CHASSIS ASSEMBLY
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B RIGHT SIDE COVER ASSEMBLY

MOS BOARD<29>

AUDIO BOARD<23>

PBM BOARD<21>

LCD MONITOR ASSEMBLY

>

PSW BOARD<14

USR BOARD<08>

AVR BOARD<07>

CROSS KEY BOARD<30>
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B LCD MONITOR ASSEMBLY

P
Align the FPCs so that 'A'

comes above 'B' and wrap

them with glass-cloth tape (3 cm).

NOTE) Solder.(x2 points)

g'm @ DETECT SW
@ o

NOTE) Use the JIG.
(FPC SW SOLDER STAND KC4942)

Wind it around <g©@© @

the core 2.5 time <
<

Note) Fold the FPCs in order of (D) through @ . Note) Fit both edge|
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Electrode surface

Note) Fold the FPCs in order of (1)
through @) .
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(3 Align the right edge of FPC ‘A"
with the right edge of FPC 'B".
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<FPC cross-section>
Note) FPC '8’ should be loose.
A




CARD_SEL BOARD <15>
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B LEFT SIDE COVER ASSEMBLY
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BNC BOARD <18>

1 LINE SEL BOARD <24>!

\_XLR BOARD <20>

2
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B HANDLE ASSEMBLY

FRL BOARD <11>

EAR BOARD <22> i

\
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M VIEW FINDER ASSE
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